


XE81-DVI 
Technical Specifications

iec 60118-0
iec 711

Ear Simulator

iec 60118-7

2cc Coupler

Reference Test Gain (60 dB SPL Input) 1600 Hz / HFA 53 dB 52 dB

Full-On Gain (50 dB SPL Input) Max 72 dB 65 dB

1600 Hz / HFA 64 dB 60 dB

Maximum Output (90 dB SPL Input) Max 140 dB SPL 133 dB SPL

1600 Hz / HFA 135 dB SPL 130 dB SPL

Total Harmonic Distortion 800 Hz 0.5 % 0.3 %

1600 Hz 0.7 % 0.6 %

Telecoil sensitivity (118-0: 1mA/m;118-7: 31.6mA/m) Max/HFA 101 dB SPL 114 dB SPL

Equivalent Input Noise, w/o Noise reduction 29 dB SPL 22 dB SPL

1/3 Octave E.I.N. at 1600 Hz, w/o Noise reduction 14 dB SPL

Frequency Range (DIN 45605) 100-6220 Hz 100-6030 Hz

Current Drain 1.09 mA 1.09 mA

Typical Battery Life Time (Battery type) 266 hrs 266 hrs
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Reference Test Gain Parameter Settings for 118-0*
250 Hz 500 Hz 1 kHz 2 kHz 3 kHz 4 kHz 6 kHz

G[80] 39 39 39 39 34 31 31

G[50] 52 52 52 52 45 40 39

*Settings in accordance with Aventa fitting software

Reference Test Gain Parameter Settings for ANSI and 118-7*
250 Hz 500 Hz 1 kHz 2 kHz 3 kHz 4 kHz 6 kHz

G[80] 42 42 42 42 37 34 34

G[50] 55 55 55 55 48 43 42
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IEC 711 Ear Simulator
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Input/Output Response
Frequency: IEC 711: 2000 Hz 
Frequency: 2cc: 2000 Hz
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2cc Coupler

Maximum Output (OSPL 90)
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2cc Coupler

Full-On and Reference Test Gain
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2cc Coupler

Full-on gain 
50 dB SPL input

Reference test gain
60 dB SPL input

Full-On and Reference Test Gain
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Full-on gain 
50 dB SPL input

IEC 711 Ear Simulator

Reference test gain
60 dB SPL input

Full/On Gain Parameter Settings*
250 Hz 500 Hz 1 kHz 2 kHz 3 kHz 4 kHz 6 kHz

G[80] 46 46 46 46 41 38 38

G[50] 59 59 59 59 52 47 46

Telecoil Response
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Input Level: 10 mA/m

2cc Coupler

IEC 711 Ear Simulator
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